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2. MATERIAL: NYLON 66, 94V-2, NATURAL.

REV. DESCRIPTION DATE APPROVED
J | Engineering Release 11/01/13] T.Y.
K | Removed Material Code 05/13/16] J.C.
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PART A B C
C NO. +.032 (.8) +.016 (.4) +.008 (.2)
B SDC-200 2.0 (50.8) 1.0 (25.4)
SDC-250 2.5 (63.5) 1.5 (38.1)
0.50 [12.7mm] SDC-300 3.0 (76.2) 2.0 (50.8)
SDC-350 3.5 (88.9) 2.5 (63.5)
SDC-400 4.0 (101.6) 3.0 (76.2)
SDC-450 4.5 (114.3) 3.5 (88.9)
SDC-500 5.0 (127.0) 4.0 (101.6)
SDC-550 5.5 (139.7) 4.5(114.3)
SDC-600 6.0 (152.4) 5.0 (127.0)
SDC-650 6.5 (165.1) 5.5 (139.7)
0 225+0.003 - SDC-700 7.0 (177.8) 6.0 (152.4)
' 0.001 SDC-750 7.5 (190.5) 6.5 (165.1)
SDC-800 8.0 (203.2) 7.0 (177.8) -
®.180+'003 +0.003 SDC-850 8.5 (215.9) 7.5 (190.5) 3.75 (95.3)
.001 r0.176_0 '001 SDC-900 9.0 (228.6) 8.0 (203.2) .00 (101.6)
Y N ' SDC-950 9.5 (241.3) 8.5 (215.9) .25 (108.0)
C f SDC-1000 10.0 (254.0) 9.0 (228.6) 450 (114.3)
T +0.005 SDC-1050 10.5 (266.7) 9.5 (241.3) 4.75 (120.7)
- SDC-1100 11.0 (279.4) 10.0 (254.0) 5.00 (127.0)
+0.005
Recommended Mounting Holes
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